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VALVES - FLANGE

Article Number DN
(mm / Inch) Flange Material Weight 

(kg/piece)

25 / 1“ DN 25 PN 10/16 Stahl 1,3
Edelstahl 1,3

32 / 1 1/4“ DN 32 PN 10/16 Stahl 1,9
Edelstahl 1,9

38,40 / 1 1/2“ DN 40 PN 10/16 Stahl 2,1
Edelstahl 2,1

50 / 2“ DN 50 PN 10/16 Stahl 2,8
Edelstahl 2,8

63, 65 / 2 1/2“ DN 65 PN 10/16 Stahl 3,6
Edelstahl 3,6

75 / 3“ DN 80 PN 10/16 Stahl 4,4
Edelstahl 4,4

80 DN 80 PN 10/16 Stahl 4,5
Edelstahl 4,5

100 / 4“ DN 100 PN 10/16 Stahl 5,7
Edelstahl 5,6

125 / 5“ DN 125 PN 10/16 Stahl 7,4

FLANGE COUPLINGS

Flange dimensions for the following articles

Fixed flange coupling for clamp binding

for Hose
(mm)

Flange DN
(mm ) PN Outer Flange Ø

(mm)
bolt circle

(mm)
Quantity

Holes
Hole Ø
(mm)

19 20 10/16 105 75 4 14
25 25 10/16 115 85 4 14
32 32 10/16 140 100 4 18
38 40 10/16 150 110 4 18
51 50 10/16 165 125 4 18
63 65 10/16 185 145 4 18
76 80 10/16 200 160 8 18

100 100 10/16 220 180 8 18
102 100 10/16 220 180 8 18
125 125 10/16 250 210 8 18
152 150 10/16 285 240 8 22
203 200 10 340 295 8 22
254 250 10 395 350 12 22
305 300 10 445 400 12 22

On one side flange connection, on the other side turned grooves for binding with clamps.
Suitable for use with 10 bar operating pressure (PN 10).
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VALVES - FLANGE

Article Number DN
(mm / Inch) Flange Material Weight 

(kg/piece))

25 / 1“ DN 25 PN 10/16 Steel 1,6
Stainless 

steel 1,6

32 / 1 1/4“ DN 32 PN 10/16 Steel 2,3
Stainless 

steel 2,2

38,40 / 1 1/2“ DN 40 PN 10/16 Steel 2,7
Stainless 

steel 2,6

50 / 2“ DN 50 PN 10/16 Steel 3,4
Stainless 

steel 3,2

63, 65 / 2 1/2“ DN 65 PN 10/16 Steel 4,4
Stainless 

steel 4,1

75 / 3“ DN 80 PN 10/16 Steel 5,6
Stainless 

steel 5,3

80 DN 80 PN 10/16 Steel 5,7
Stainless 

steel 5,4

100 / 4“ DN 100 PN 10/16 Steel 7,0
Stainless 

steel 6,3

125 / 5“ DN 125 PN 10/16 Steel 8,0

150 / 6“ DN 150 PN 10/16 Steel 10,3

Article Number DN
(mm / Inch) Flange Material Weight 

(kg/piece)

150 / 6“ DN 150 PN 10/16 Stahl 9,7
Edelstahl 9,8

200 / 8“ DN 200 PN 10 Stahl 15,3

250 / 10“ DN 250 PN 10 Stahl 19,5

Loose flange coupling for clamp binding

On one side flange connection, on the other side turned grooves for binding with clamps.
Suitable for use with 10 bar operating pressure (PN 10).
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VALVES - FLANGE

Article Number DN
(mm / Inch) Flange Material Weight 

(kg/piece)

13 x 5 / 1/2“ DN 15 PN 10/16 Steel 1,0
Stainless 

steel 1,0

DN 15 PN 25/40 Steel 1,1
Stainless 

steel 1,1

ASA 150 psi 1/2“ Steel 1,2
Stainless 

steel 1,2

19 x 6 / 3/4“ DN 20 PN 10/16 Steel 1,2
Stainless 

steel 1,2

DN 20 PN 25/40 Steel 1,3
Stainless 

steel 1,3

ASA 150 psi 3/4“ Steel 1,2
Stainless 

steel 1,2

ASA 300 psi 3/4“ Steel 1,7

25 x 6 / 1“ DN 25 PN 10/16 Steel 1,5
Stainless 

steel 1,5

DN 25 PN 25/40 Steel 1,6
Stainless 

steel 1,6

ASA 150 psi 1“ Steel 1,7
Stainless 

steel 1,7

ASA 300 psi 1“ Steel 2,1

32 / 1 1/4“ DN 32 PN 10/16 Steel 2,0
Stainless 

steel 2,0

DN 32 PN 25/40 Steel 2,2
Stainless 

steel 2,2

ASA 150 psi 1 1/4“ Steel 1,7
Stainless 

steel 1,7

ASA 300 psi 1 1/4“ Steel 2,7

38 x 6,5 / 1 1/2“ DN 40 PN 10/16 Steel 2,3
Stainless 

steel 2,3

DN 40 PN 25/40 Steel 2,8
Stainless 

steel 2,8

ASA 150 psi 1 1/2“ Steel 2,2
Stainless 

steel 2,2

ASA 300 psi 1 1/2“ Steel 3,7

40 x 7 DN 40 PN 10/16 Steel 2,4
Stainless 

steel 2,4

DN 40 PN 25/40 Steel 2,9
ASA 150 psi 1 1/2“ Steel 2,4

Fixed flange coupling for shell binding according EN 14420-2/-3/-5 (DIN 2817)

On one side flange connection, on the other side pressed aluminium shells.
Suitable for use with 25 bar operating pressure (PN 25).
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VALVES - FLANGE

Article Number DN
(mm / Inch) Flange Material Weight 

(kg/piece)

63 x 8 / 2 1/2“
65 x 7 / 1 1/2“ DN 65 PN 10/16 Steel 4,1

Stainless 
steel 4,1

DN 65 PN 25/40 Steel 4,8
Stainless 

steel 4,8

ASA 150 psi 2 1/2“ Steel 4,6
Stainless 

steel 4,6

ASA 300 psi 2 1/2“ Steel 6,4

75 x 8 / 3“ DN 80 PN 10/16 Steel 4,9
Stainless 

steel 4,9

DN 80 PN 25/40 Steel 5,9
Stainless 

steel 5,9

ASA 150 psi 3“ Steel 5,7
Stainless 

steel 5,7

ASA 300 psi 3“ Steel 8,1

80 x 8 DN 80 PN 10/16 Steel 5,0
Stainless 

steel 5,0

DN 80 PN 25/40 Steel 6,0
ASA 150 psi 3“ Steel 5,8

Stainless 
steel 5,8

100 x 8 / 4“ DN 100 PN 10/16 Steel 7,0
Stainless 

steel 7,0

DN 100 PN 25/40 Steel 8,9
Stainless 

steel 8,9

ASA 150 psi 4“ Steel 9,2
Stainless 

steel 9,2

ASA 300 psi 4“ Steel 13,7

125 x 10 / 5“ DN 125 PN 10/16 Steel 10,4
Stainless 

steel 10,4

DN 125 PN 25/40 Steel 13,1
ASA 150 psi 5“ Steel 12,7

Stainless 
steel 12,7

ASA 300 psi 5“ Steel 18,6

150 x 10 / 6“ DN 150 PN 10/16 Steel 10,3
Stainless 

steel 10,3

DN 150 PN 25/40 Steel 19,7
ASA 150 psi 6“ Steel 19,1

Stainless 
steel 19,1



112

VALVES - FLANGE

Article Number. DN
(mm / Inch) Flange Material Weight 

(kg/piece)

13 x 5 / 1/2“ DN 15 PN 10/16 Steel 1,1
Stainless 

steel 1,1

DN 15 PN 25/40 Steel 1,2
Stainless 

steel 1,2

ASA 150 psi 1/2“ Steel 0,8
Stainless 

steel 0,8

19 x 6 / 3/4“ DN 20 PN 10/16 Steel 1,3
Stainless 

steel 1,3

DN 20 PN 25/40 Steel 1,4
Stainless 

steel 1,4

ASA 150 psi 3/4“ Steel 1,0
Stainless 

steel 1,0

ASA 300 psi 3/4“ Steel 1,5

25 x 6 / 1“ DN 25 PN 10/16 Steel 1,7
Stainless 

steel 1,7

DN 25 PN 25/40 Steel 1,9
Stainless 

steel 1,9

ASA 150 psi 1“ Steel 1,4
Stainless 

steel 1,4

ASA 300 psi 1“ Steel 1,9

32 x 6 / 1 1/4“ DN 32 PN 10/16 Steel 2,3
Stainless 

steel 2,3
Polypropy-

lene 0,9

DN 32 PN 25/40 Steel 2,6
Stainless 

steel 2,6

ASA 150 psi 1 1/4“ Steel 1,8
Stainless 

steel 1,8

ASA 300 psi 1 1/4“ Steel 2,4

38 x 6,5 / 1 1/2“ DN 40 PN 10/16 Steel 2,8
Stainless 

steel 2,8
Polypropy-

lene 0,9

DN 40 PN 25/40 Steel 3,0
Stainless 

steel 3,0

ASA 150 psi 1 1/2“ Steel 2,3
Stainless 

steel 2,3

ASA 300 psi 1 1/2“ Steel 3,4

40 x 7 DN 40 PN 10/16 Steel 2,9

Loose flange coupling for shell binding according to EN 14420-2/-3/-5 (DIN 2817)

On one side flange connection, on the other side pressed aluminium shells.
Suitable for use with 25 bar operating pressure (PN 25).
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VALVES - FLANGE

Article Number DN
(mm / Inch) Flange Material Weight 

(kg/piece)

50 x 8 / 2“ DN 50 PN 10 /16 Polypropy-
lene 1,7

DN 50 PN 25/40 Steel 4,2
Stainless 

steel 4,2
ASA 150 psi 2“ Steel 3,5

Stainless 
steel 3,5

ASA 300 psi 2“ Steel 4,2

63 x 8 / 2 1/2“
65 x 7 / 1 1/2“ DN 65 PN 10/16 Steel 4,6

Stainless 
steel 4,6
Brass 4,7

Aluminium 1,8
Polypropy-

lene 1,7
DN 65 PN 25/40 Steel 5,3

Stainless 
steel 5,3

ASA 150 psi 2 1/2“ Steel 5,4
Stainless 

steel 5,4
ASA 300 psi 2 1/2“ Steel 6,2

75 x 8 / 3“ DN 80 PN 10/16 Steel 6,1
Stainless 

steel 6,1
Brass 5,7

Aluminium 2,3
Polypropy-

lene 2,0
DN 80 PN 25/40 Steel 6,6

Stainless 
steel 6,6

ASA 150 psi 3“ Steel 5,5
Stainless 

steel 5,5
ASA 300 psi 3“ Steel 7,5

80 x 8 DN 80 PN 10/16 Steel 6,2
Stainless 

steel 6,2
Aluminium 2,3
Polypropy-

lene 2,0
DN 80 PN 25/40 Steel 6,7
ASA 150 psi 3“ Steel 5,6

Stainless 
steel 5,6

100 x 8 / 4“ DN 100 PN 10/16 Steel 8,4
Stainless 

steel 8,4
Brass 8,3

Aluminium 3,4
Polypropy-

lene 3,0
DN 100 PN 25/40 Steel 9,8

Stainless 
steel 9,8

ASA 150 psi 4“ Steel 9,3
Stainless 

steel 9,3
ASA 300 psi 4“ Steel 13,6

125 x 10 / 5“ DN 125 PN 10/16 Steel 11,0
Stainless 

steel 11,0
DN 125 PN 25/40 Steel 13,3

ASA 150 psi 5“ Steel 11,6
Stainless 

steel 11,6
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VALVES - FLANGE

Article Number DN
(mm / Inch Flange Material Weight 

(kg/piece)

13 x 6 / 1/2“ DN 15 PN 10/16 Steel 1,1
Stainless 

steel 1,1

DN 15 PN 25/40 Steel 1,2
Stainless 

steel 1,2

ASA 150 psi 1/2“ Steel 1,4
ASA 300 psi 1/2“ Steel 1,4

19 x 7 / 3/4“ DN 20 PN 10/16 Steel 1,7
Stainless 

steel 1,7

DN 20 PN 25/40 Steel 1,8
Stainless 

steel 1,8

ASA 150 psi 3/4“ Steel 1,6
ASA 300 psi 3/4“ Steel 2,1

25 x 7 / 1“ DN 25 PN 10/16 Steel 1,9
Stainless 

steel 2,0

DN 25 PN 25/40 Steel 2,1
Stainless 

steel 2,2

ASA 150 psi 1“ Steel 2,2
ASA 300 psi 1“ Steel 2,6

32 x 8 / 1 1/4“ DN 32 PN 10/16 Steel 2,7
Stainless 

steel 2,8

DN 32 PN 25/40 Steel 2,9
Stainless 

steel 3,4

ASA 150 psi 1 1/4“ Steel 2,5
ASA 300 psi 1 1/4“ Steel 3,4

38 x 8 / 1 1/2“ DN 40 PN 10/16 Steel 3,7
Stainless 

steel 3,7

DN 40 PN 25/40 Steel 4,2
Stainless 

steel 4,2

ASA 150 psi 1 1/2“ Steel 3,6
ASA 300 psi 1 1/2“ Steel 5,0

50 x 9 / 2“ DN 50 PN 10 /16 Steel 4,8
Stainless 

steel 4,8

DN 50 PN 25/40 Steel 5,1
Stainless 

steel 5,1

ASA 150 psi 2“ Steel 5,0
ASA 300 psi 2“ Steel 6,4

65 x 10 / 2 1/2“ DN 65 PN 10/16 Steel 6,7
DN 65 PN 25/40 Steel 7,4

ASA 150 psi 2 1/2“ Steel 7,3
ASA 300 psi 2 1/2“ Steel 9,1

75 x 10 / 3“ DN 80 PN 10/16 Steel 8,2
DN 80 PN 25/40 Steel 9,2

Fixed flange coupling for shell binding, heavy duty version
acording to EN ISO 14423 (DIN 2826)

On one side flange connection, on the other side pressed brass shells. Suitable for the
Use at temperatures up to 230°C and 100 bar operating pressure (PN 100).
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VALVES - FLANGE

Article Number DN
(mm / Inch) Flange Material Weight 

(kg/piece)

13 x 6 / 1/2“ DN 15 PN 10/16 Steel 1,3
Stainless 

steel 1,2

DN 15 PN 25/40 Steel 1,4
Stainless 

steel 1,3

ASA 150 psi 1/2“ Steel 1,0
ASA 300 psi 1/2“ Steel 1,3

19 x 7 / 3/4“ DN 20 PN 10/16 Steel 1,8
Stainless 

steel 1,7

DN 20 PN 25/40 Steel 1,9
Stainless 

steel 1,9

ASA 150 psi 3/4“ Steel 1,5
ASA 300 psi 3/4“ Steel 2,0

25 x 7 / 1“ DN 25 PN 10/16 Steel 2,2
Stainless 

steel 2,3

DN 25 PN 25/40 Steel 2,4
Stainless 

steel 2,5

ASA 150 psi 1“ Steel 1,9
ASA 300 psi 1“ Steel 2,4

32 x 8 / 1 1/4“ DN 32 PN 10/16 Steel 3,2
Stainless 

steel 3,1

DN 32 PN 25/40 Steel 3,3

32 x 8 / 1 1/4“ DN 32 PN 25/40 Stainless 
steel 3,3

ASA 150 psi 1 1/4“ Steel 2,6
ASA 300 psi 1 1/4“ Steel 3,2

38 x 8 / 1 1/2“ DN 40 PN 10/16 Steel 4,3
Stainless 

steel 4,2

DN 40 PN 25/40 Steel 4,5
Stainless 

steel 4,5

ASA 150 psi 1 1/2“ Steel 3,8
ASA 300 psi 1 1/2“ Steel 4,9

50 x 9 / 2“ DN 50 PN 10 /16 Steel 5,3
Stainless 

steel 5,2

DN 50 PN 25/40 Steel 5,8
Stainless 

steel 5,8

ASA 150 psi 2“ Steel 5,1
ASA 300 psi 2“ Steel 5,9

65 x 10 / 2 1/2“ DN 65 PN 10/16 Steel 7,5
DN 65 PN 25/40 Steel 7,9

ASA 150 psi 2 1/2“ Steel 8,0
ASA 300 psi 2 1/2“ Steel 8,8

75 x 10 / 3“ DN 80 PN 10/16 Steel 9,4

Loose flange coupling for shell binding, heavy duty version according to
 EN ISO 14423 (DIN 2826)

On one side flange connection, on the other side pressed brass shells. Suitable for the
Use at temperatures up to 230°C and 100 bar operating pressure (PN 100).
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Article Number Flange Thread Material

Cons-
tructi-

on-
length
(mm)

Weight 
(kg/piece)

DN 25 / PN 10/16 G 1“ Steel 73 1,30
Stainless 

steel 73 1,30

R 1“2999 Polypropy-
lene 41 0,15

DN 32 / PN 10/16 G 1 1/4“ Steel 75 1,90
Stainless 

steel 75 1,90

DN 40 / PN 10/16 G 1 1/2“ Steel 77 2,15
Stainless 

steel 77 2,15

R 1 1/2“2999 Polypropy-
lene 60 0,27

G 2“ Steel 87 2,30
Stainless 

steel 87 2,30

TW 1 G 3“ Steel 58 1,85

TW 1 G 3“ Stainless 
steel 58 1,90

Brass 37 1,40
Aluminium 40 0,54

DN 50 / PN 10/16 G 2“ Steel 90 2,95
Stainless 

steel 90 2,95

Brass 37 2,55
Aluminium 37 0,81

R 2“2999 Polypropy-
lene 60 0,36

DN 65 G 2 1/2“ Steel 90 3,60
Stainless 

steel 90 3,60

G 3“ Steel 90 3,70
Stainless 

steel 90 3,75

DN 80 / PN 10/16 G 3“ Steel 95 4,35
Stainless 

steel 95 4,40

Brass 46 3,80
Aluminium 46 1,20

R 3“2999 Polypropy-
lene 68 0,54

TW 3 G 4“ Steel 58 2,30

Flange threaded nipple

MORE FLANGE ARTICLES

One side fixed flange, other side external thread.

such as transition pieces with lever arm couplings, Storz couplings or cardan couplings

On Request

VALVES - FLANGE


