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Aerticle Number
Nominal 

Width
(mm)

Wall Thickness 
(mm)

Operating 
Pressure

(bar)

Bending Ra-
dius (mm)

Weight (kg/ 
meter)

Roll Length 
(meter)

1530.006035 6 3  ?? 15 60 0,11 50
1530.008035 8 3,5 15 80 0,17 50
1530.009035 9 3,5 15 90 0,19 50
68056 1035 10 3,5 15 100 0,22 50
68056 1335 13 3,5 15 100 0,26 50
68056 1340 13 4,0 15 130 0,31 50
68056 1635 16 3,5 15 160 0,31 50
68056 1650 16 5,0 15 160 0,49 50
68056 1935 19 3,5 15 120 0,36 50
68056 1950 19 5,0 15 190 0,55 50
68056 1960 19 6,0 15 220 0,64 50
68056 2040 20 4,0 15 200 0,44 50
68056 2045 20 4,5 15 200 0,51 50
68056 2050 20 5,0 15 200 0,58 50
68056 2540 25 4,0 15 250 0,53 50
68056 2550 25 5,0 15 250 0,70 50
48413 3055 30 5,5 15 200 0,93 40
48413 3255 32 5,5 15 210 0,95 40
48413 3560 35 6,0 15 250 1,05 40
48413 3860 38 6,0 15 275 1,15 40
48413 5070 50 7,0 15 350 1,54 40
48413 7580 75 8,0 15 600 2,64 40

Rubber compressor hose with very pressure-resistant fabric inserts made of highly tear-resistant textile threads for rough operating conditions. 
Suitable for conveying lubricant-containing compressed air and water (e.g. fresh water, sea water or waste water) with 15 bar operating 
pressure. For use in industry, trade and mobile and stationary compressed air line systems. Excellent price-performance ratio. This multi-
purpose hose is robust, hard-wearing, flexible, abrasion-resistant, resistant to seawater, weather, ozone and ageing.

Other dimensions available on request.

COMPRESSOR HOSE

Temperature range: -35°C / +70°C
Safety factor: 3 : 1
Core: SBR, black, smooth, suitable for oily air
Interfacing: Textile interfacing corded, NW > 25 wound
Cover: SBR black, smooth, NW > 25 fabric impression
Marking: continuous colour marking, white:
"SEMPERIT S PLE/PL15 Air/ Water Air/Water WP
15 bar/BP 45 bar

matching fittings Quick Closing -
couplings
Details page 094

Claw-
Couplings
Details page 091

M a l l e a b l e c a s t 
i r o n R D - S c r e w 
connection

Quick Closing -
couplings
Details page 094

Malleable Cast Iron-
couplings
Details page 125

2-Ear-
Clamps
Details page 123

Malleable Cast Iron-
Couplings with
SecurityAssociation
Details page 125

PRESS AIR
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Article Number. Nominal Size
(mm)

Wall Thickness 
(mm)

Betriebsdruck
(bar)

Bending Ra-
dius (mm)

Weight (kg/
meter))

Roll Length 
(m)

1530.013050 13 5,0 16 80 0,40 50
1530.015060 15 6,0 16 100 0,57 50
1530.019060 19 6,0 16 150 0,68 50
1530.025070 25 7,0 16 185 1,00 50
48427 3280 32 8,0 16 210 1,30 40
48427 3880 38 8,0 16 240 1,50 40
48427 5310 53 10,0 16 350 2,45 40
48427 6511 65 11,0 16 450 3,30 40
56427 8512 85 12,0 16 600 4,90 40
56427 1114 105 14,0 16 750 6,80 40

Article Number Nominal Size
(mm)

Wall Thickness 
(mm)

Operating 
Pressure

(bar)

Bending 
Radius(mm)

Weight (kg/
per meter)

Roll Length 
(m)

1530.013050 13 5,0 20 80 0,43 50
1530.019060 19 6,0 20 150 0,65 50
1530.025070 25 7,0 20 185 1,00 50
48426 3260 32 6,0 20 260 1,15 40
48426 3860 38 6,0 20 350 1,05 40
48426 5080 50 8,0 20 400 2,30 40
48426 6310 63,5 10,0 20 480 2,90 40
48426 7510 75 10,0 20 610 3,50 40
56426 1014 101,6 14,0 20 720 6,60 40

Suitable for conveying lubricant-containing compressed air at 10 bar and water at 16 bar operating pressure. For use in industry and trade. 
Norm/approval: DIN 20018-1:2003.

Suitable for conveying compressed air and water in power station, road and gallery construction and in quarries. Easily recognisable due to 
striking colouring.

PRESSURE AIR HOSE according to DIN 20018

PRESSURE AIR HOSE, yellow

Temperature range: -30°C / +70°C
Safety factor: Water: 2.5 : 1; Compressed air: 4 : 1
Core: SBR, black, smooth, suitable for oily air
Interfacing: Textile interfacing corded, NW > 25 wound
Ceiling: SBR, black, smooth, weather resistant; NW
> 25 Fabric impression

Temperature range: -30°C / +80°C
Safety factor: 3 : 1
Core: SBR/NR, black, smooth, suitable for oily air
Interfacing: Textile interfacing corded, NW > 25 wound
Cover: SBR/NR, yellow, smooth, abrasion resistant, NW > 25 Fabric im-

Marking: continuous colour marking, white: "SEMPERIT S PL2 compressed air/water Air/Water DIN 20018 quarter/year PN 10/16 
bar", NW > 25: continuous writing tape, silver, embossed tape: "NW..quarter/year

Marking: continuous colour marking, black: "SEMPERIT S PL1 compressed air/water Air/Water Mammut WP 20 bar/BP 60 bar", 
NW > 25: continuous writing band, blue

Malleable Cast 
Iron-
Couplings with
Security Associati-
on / page 125

2-Ear-
Clamps
Details page 123

matching fittings: Claw-
Couplings
Details page 091

Malleable Cast Iron-
couplings
Details page 125

PRESS AIR
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Suitable for use in industry, construction, sewerage, demolition, garde-
ning, agriculture, refineries, compressors and pneumatic and pneumatic 
tools. This universal flat hose has a high abrasion resistance and durability 
due to longitudinal ribs. If the outer cover is damaged, it can be repaired 
without any problems. This hose is care and maintenance-free, extremely 
resistant to ageing, ozone and UV radiation. Low friction loss due to smoo-
th inner rubber coating. Suitable for sea-
water, hot water, oil, petrol and many chemicals.

Temperature range: -40°C to +100°C
Safety factor: 3 : 1
Core: very smooth for minimum pressure drop
Fabric: made of 100 % high tenacity synthetic polyester yarn, 
round woven, embedded in the rubber coating, therefore optimal
Protection of the print substrate. High quality nitrile/PVC compound 
is 
pressed through the fabric in an extrusion process (standard
colours: black and yellow; others on request).
cover: longitudinal ribs for excellent abrasion resistance

UNIVERSAL-PRESS AIR HOSE Syntex, black / Yellow

Industrial hose in dark quality suitable for hot and cold water up to 12 bar at maximum 80°C, compressed air up to 10 bar, alkaline solutions 
and chemicals. In addition, this hose is resistant to traces of oil and the cover is resistant to abrasion and weathering. Standard: ISO R 1307

RUBBER INDUSTRIAL HOSE

Temperature range: -30°C / +80°C
Safety factor: 3 : 1
Core: SBR, black, smooth
Interlining: textile cord
Cover: SBR, black, fabric patterned

matching fittings:

Storz-
Couplings
Details page 084

Prefabricated
Clamps
Details page 124

Article Number
Nominal 

Width
(mm)

Wall Thick-
ness (mm)

Operating pressure
Hot/cold water  (bar)

Bending Ra-
dius (mm)

Weight
( kg/ meter)

Roll Length 
(meter)

1209.028045 28 4,5 10 290 0,68 20 / 40
1209.032060 32 6 10 320 1,08 20 / 40
1209.035060 35 6 10 350 1,16 20 / 40
1209.038070 38 7 10 380 1,45 20 / 40
1209.040070 40 7 10 400 1,51 20 / 40
1209.042070 42 7 10 420 1,55 20 / 40
1209.045070 45 7 10 450 1,82 20 / 40
1209.048070 48 8 10 480 1,88 20 / 40
1209.050060 50 6 10 500 1,95 20 / 40
1209.060080 60 8 10 600 2,15 20 / 40
1209.065080 63 8 10 630 2,35 20 / 40
1209.075080 75 8 10 760 2,78 20 / 40
1209.080070 80 7 10 800 2,95 20 / 40
1209.090070 90 7 10 900 3,15 20 / 40
1209.100070 100 7 10 1020 3,45 20 / 40

On Request

PRESS AIR
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Temperature range: -20°C / +60°C
Safety factor: 3 : 1
Core: PVC, transparent, smooth
Interlining: fabric
Cover: PVC, transparent, smooth

matching fittings:
Storz-
Couplings
Details page 084

Quick Closing -
couplings
Details page 094

2-Ear-
Clamps
Details page 123

Article Number
Nominal 

Width
(mm)

Wall Thickness 
(mm)

Operating 
Pressure

(bar)

Bending Ra-
dius (mm)

Weight
(kg/ meter)

Roll Length 
(m)

4010.004030 4 3 20 24 0,09 50
4010.006030 6 3 20 36 0,10 50
4010.008030 8 3 20 48 0,13 50
4010.009030 9 3 20 54 0,14 50
4010.010030 10 3 20 60 0,15 50
4010.013030 13 3,5 20 78 0,23 50
4010.016040 16 4 20 96 0,31 50
4010.019040 19 4 20 114 0,35 25/50
4010.025045 25 4,5 15 150 0,51 25/50
4010.032050 32 5 15 192 0,71 25/50
4010.038050 38 5 10 228 0,82 25/50
4010.045050 45 5 10 270 1,18 25/50
4010.050050 50 5 10 300 1,49 25/50

For conveying highly abrasive media. Developed as delivery hose for concrete pumps. Long service life due to abrasion-resistant core.

PVC-GEWEBESCHLAUCH, durchsichtig

Temperature range: -30°C / +80°C
Safety factor: 3 : 1
Core: SBR, black, smooth
Interlining: textile cord
Cover: SBR, black, fabric patterned

For use on silo vehicles as connection between unloading compressor and silo. Long service life due to heat-resistant rubber-
mixtures. High burst resistance and good cross-sectional and buckling stability due to the use of two steel wire braids.

Article Number

No-
minal 
Width
(mm)

Wall Thickness 
(mm)

Operating Pres-
sure
(bar)

Deposits-
number

Bending Radi-
us  (mm)

Weight (kg/ 
meter)

Roll Length 
(m)

1540.050070 51 8 25 2 250 2,40 40
48401 6080 60 8 25 2 320 3,10 40
48401 6580 65 8 25 2 350 3,40 40

HOT AIR COMPRESSOR HOSE

Temperature range: -40°C / +160°C
Safety factor: 6 : 1
Core: EPDM, black, smooth, resistant to hot air
Core: Steel wire core braided
Cover: EPDM, black, abrasion resistant,
weatherproof, fabric impression
Labelling: continuous embossing tape, 
with coloured underlay: "SEMPERIT S FHKS
Hot Air Compressor/Hot Air Blower
160°C PN 25 bar“.

matching fittings

Storz coupling
with shell binding
Details page 084

Tanker truck-
fittings
Details page 074

PRESS AIR



Article Number
Nominal 

Width
(mm)

Wall Thickness 
(mm)

Operating 
PRessure

(bar)

Bending Ra-
dius (mm)

Weight( kg/ 
meter)

Roll Length 
(meter)

1208.006035 6 3,5 20 40 0,15 100
1208.010035 10 3,5 20 60 0,21 100
1208.013040 13 4 20 80 0,30 100
1208.019045 19 4,5 20 115 0,47 50
1208.025050 25 5 20 150 0,67 50

Temperature range: -40°C / + 95°C short-term up to 110°C
Safety factor: 4 : 1
Core: EPDM, black, smooth, electrically conductive
Inlay: Textile inlays corded
Cover: EPDM, black, smooth, electrically conductive,
ozone-, weather-resistant
Marking: blue longitudinal stripes, continuous colour marking, white: 
"SEMPERIT S MP 20-EPDM MULTI PURPOSE PN 20 BAR DN".

Highly flexible multi-purpose hose, with very good resistance to aging and weathering as well as good abrasion resistance. Suitable for 
conveying air and water and many chemical products in industry and agriculture (see our resistance list). The high quality EPDM ensures 
excellent resistance to ozone and weathering. The textile inserts guarantee a very good buckling stability. Safety against electrostatic charge 
due to electrically conductive hose construction. Resistance R < 106 Ω (determined according to EN ISO 8031:1997). Note: The temperature of 
the flow medium must be below its boiling point!

MULTI-PURPOSE HOSE MP 20 EPDM

Flexible hose suitable for technical oils, unleaded fuels (EN228:2008), diesel (EN 590:2010) and heating oil (DIN 51 603 part 1-5), as well as for 
compressed air. Application in industry, garages, petrol stations and service companies. Electrically conductive: Resistance R < 106 Ohm/m 
(determined according to EN ISO 8031:1997).

MINERAL OIL MULTI-PURPOSE HOSE TU25

Article Number Nominal 
Width

Wall Thickness 
(mm)

Operating 
Pressure

(bar)

Bending Ra-
dius (mm)

Weight kg 
(meter)

Roll Length 
(meter)

1610.006040 6 4 25 40 0,17 100
1610.008040 8 4 25 50 0,19 100
1610.010040 10 4 25 60 0,23 50
1610.013040 13 4 25 80 0,28 50
1610.016045 16 4,5 25 100 0,38 50
1610.019050 19 5 25 120 0,50 50
1610.025055 25 5,5 25 150 0,73 50

Temperature range: -40°C / +80°C
Safety factor: 3.15 : 1
Core: NBR, black, smooth, electrically conductive
Interlining: textile inserts, corded
Cover: NBR/SBR, black, smooth, abrasion resistant, oil and
weatherproof
Marking: continuous marking, white "SEMPERIT S TU 25 oil/air 
Oil/Air PN 25 bar Conductive R < 106 Ohm/m".
Additionally three red longitudinal stripes.matching fittings

matching fittings:

Sleeve screw connections
Details page 101

Sleeve screw connec-
tions

Geka-
Couplings
Details page 088

Snails -
threaded clamps
Details page 123
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PRESS AIR


